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RATED CURRENT

HOLDING TORQUE
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INDUCTANCE

ROTOR INERTIA

INSULATION CLASS

DIELECTRIC STRENGTH

IP CODE

PULL OUT TORQUE

BACK EMF

DETENT TORQUE

WEIGHT

TEMPERATURE RISE

OPERATING TEMPERATURE

STORAGE TEMPERATURE

SHAFT AXIAL LOAD

SHAFT RADIAL LOAD

STEPPING MOTOR SPECIFICATIONDIMENSIONS DEGREES    ±5%

DESIGN

APPROVED

DATEDRAWING NOT TO SCALE

REV

UNLESS OTHERWISE SPECIFIED TOLERANCES CHECK
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WIRING DIAGRAM

UNIT: mm

: :

MT23HE31042B4G2

1.8° ±5%

4.20 Amps/Ph

2.00 Nm Min.

0.50 ohm ±0.1  at 25°C

1.77 mH ±20% at 1kHz, 1 Vrms

520 g.cm²

Class B, 130°C

500 Vac 1 minute

IP20

---

---

---

1100 g. approx

80K Max.

-20°C ~ +50°C

-20°C ~ +70°C

15 N

75 N (ON FRONT SHAFT END)

±0.3 mm

Stm00970-01b

25 / 11 / 2019

00a - First release with new drawing.

GEARBOX TYPE

REDUCTION RATIO

LIFE

Planetary

1 :  5

5000 H

YYWWXXXXX

Stator barcode label

( 25 x 8 )

LABELS

4.20 2.10
1.77 0.50

MT23HE31042B4G2

Made in China

GEARBOX

00b - Modified the tolerance of gearbox shaft.

RI
SE

RV
AT

O
 

(C
on

fid
en

tia
l) 

PR
EL

IM
IN

AR
E 

(P
re

lim
in
ar

y)
 


